
Description

Cipy’s DPI colourants are high performance pigment 
concentrates for colouring PU systems for industrial 
applications.

DPI colourants satisfy the demand for low-odour, low-
voc colour concentrates. 

Uses

	� DPI provides the right colours to polyurethane 
systems such as solvent-borne coatings, solvent-
free coatings, self levelling floorings, screeds, MCU 
coatings.

Key features

	� Improved light fastness

	� Low VOC

	� Compatible with various systems

	� Available in primary colours and specific shades

	� Excellent rheological behaviour

	� Higher pigment loading

	� Improved opacity and fade resistance

Compatability with :

	� Polyurethanes

	� Epoxies

	� Acrylics

	� Polyureas

	� Alkyds

	� Nitrocellulose

Directions to use

A pilot test needs to be conducted to find out the 
compatibility with the type of resin to be pigmented with 
DPI. Do not use DPI if the polymer system does not 
have compatibility with the colourant. Add slowly DPI 
into the resin component under constant slow stirring till 
a uniform shade is obtained

Packaging

DPI is available in 0.2 kgs & 0.4 kgs packing and has a 
shelf life of 6 months in the unopened container.

Storage and handling

The product should be stored in accordance with 
national regulations. It should be kept in a cool, well 
ventilated area, away from heat, direct sunlight, sparks 
and children. Handle with care. Mix resin and hardener 
as per the ratio. Use the mix solution within the pot life 
time.

Health and safety precautions

Please refer to MSDS. Observe reasonable care and 
employ ordinary hygienic principles such as washing 
the hands with soap and water before eating or 
smoking. It is recommended to wear gloves, goggles 
and nose masks while application. Incase of splashes 
on the skin, dampen the cloth with thinner PUT 503 and 
wipe the hands with the cloth. Wash then with soap and 
water. Dried film is non toxic.  

Incase of contact with eyes, rinse with plenty of 
water and seek medical advice. Incase of continuous 
exposure to vapours, the applicator should be 
immediately moved to get fresh air.

The disposal of excess or waste material should be 
carried out in accordance with the local legislations.

Disclaimer

All information contained in this data sheet is given 
to the best of our knowledge but no warranty is made 
with respect thereto.  This data sheet becomes invalid 
as soon as a new edition has been published.  Please 
contact us for latest edition. Description and advice 
regarding Cipy’s products are based on long term field 
and laboratory tests carried out by us.  No condition 
of warranty is given covering the results from the use 
of materials in the circumstances of any particular 
application, because the storage, handling and 
application of the materials are beyond our control
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